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Description
It consists of a bi-laminated panel composed

by a nucleus of expanded polystyrene, covered A d Va n ta g e S

in both sides with steel metal sheet designed * Fast installation because the system
to be installed as: is very simple
Ceiling + Little time needed for the
Exterior Wall construction stage.
Interior Wall *Thermal isolation.
Soffits * Impermeability.

. . . . * Lean elements with excellent
Insulpanel Plus combines easily with other construction

. - - - structural resistance.
materials, providing more flexibility from the beginning of the

project to the installation stage * Mechanical stability and resistance

to weathering.

. * Diverse finishing and colors.
Manufactured through a continuous process, the panel can 9

be supplied at different lengths ranging from 1.00 m (3.28 feet) * Recycling possibilities in case of
t0 15.00 m (49.20 feet). relocation and/or expansions.

The system is complemented with accessories that offer a final

appearance of great aesthetic quality.
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€Insulpanel Plus®

Profiles

Mesa
Nine Groove

Silkline

Insulpanel Plus Ceiling

Three Deck
Effective Width = 3.28 Feet

Insulpanel Plus Wall

Clip
Z-Lock Offset
Effective Width = 3.80 Feet Effective Width = 3.80 Feet

Technical

Specifications

FANOSA provides technical assistace
Thickness 2" (5 cm) Min. 12" (30.48 cm) Max.

before and during the project Density  1.50 Ibs/ ft3 (24 kg/m?)

Metal Sheet

Paint White Sand*

process.

Please call us today and enjoy the Metal Gauge 24,26y 28 **

advantages of using Insulpanel Steel A-446

Pluso

* Other colors will be considered as special orders
** Calibers 24 and 28 are considered special orders
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